Dimensions

Metric Size Uni One-touch Fittings Series K 02

|App|icable Tubing: Metric Size, Connection Thread: Rc, G, NPT, NPTF|

Male Connector: KQ2H (Gasket seal)

Applicable | Connection H Effective area | Min. ]
e 1 tugi%gO.D. thread Model gvcvr'gég oD | L | A¥* | M [mm2] port W[elg]jht
EH [mm] | Uni flats) Nylon|Urehane| Size | 9
" 1/8 |KQ2H04-U01A| 10 | 7.7|15.9|11.1|13.3| 56| 4 3 6.6
1/4 | KQ2H04-U02A| 14 | 7.7|15.3| 8.9|13.3| 56| 4 3 [12.7
1/8 |KQ2H06-U01A| 12 | 9.7|16.7|11.9]13.3| 131[/10.4| 45| 6.2
26 1/4 |KQ2H06-U02A| 14 | 9.7[17 |10.6|13.3| 13.1]|10.4| 4.5|12.8 Applicable
3/8 |KQ2H06-UO3A| 17 | 9.7|149| 85|13.3| 131|104 | 4.5|18.1 gD tubing
1/8 |KQ2H08-U01A| 14 [12.2|20.6|15.8|14.2| 26.1|18 6 7
8 1/4 |KQ2H08-U02A| 14 |12.2|18.5|12.1|14.2| 26.1|18 6 |[1041 rpz(
3/8 |KQ2H08-UO3A| 17 |12.2|149| 85|14.2| 26.1|18 6 |15 N
1/8 |KQ2H10-U01A| 17 [14.6|22.4|17.6|15.6| 26.1|18 6 |139 u|=|< | H
10 1/4 |KQ2H10-U02A| 17 |14.6|23.7|17.3|15.6| 415(29.5| 7.5|17.6 “- -” Connection
3/8 |KQ2H10-UO3A| 17 |14.6|19.5|13.1|156| 415/29.5| 7.5|15.6 X thread
1/2 |KQ2H10-U04A| 22 |14.6 |17 8.4|15.6| 415(29.5| 7.5[29.5
1/4 |KQ2H12-U02A| 19 |17 [24.8|18.4 |17 58.3/46.1| 9 |13.8
012 | 3/8 |KQ2H12-U03A| 19 |17 |21.8|15.4|17 58.3/46.1| 9 |17.9
1/2 |KQ2H12-UO4A| 22 (17 [17.7| 9.1 |17 58.3/46.1| 9 |254
16 3/8 |KQ2H16-UO3A| 24 |21.8|29.2|22.8/20.6| 81 |67 |11 |33.9
1/2 |KQ2H16-UO4A| 24 |21.8|26.8|18.2|20.6 113 |67 |13 [31.5
+ Reference dimensions after installation of
Uni thread
Hexagon Socket Head Male Connector: KQ2S (Gasket seal)
Applicable | Connection H Effective area| Min. |, .
= wo0D| fead | Model W M | o | 1y (A% | m | [ | por ek
[mm] | Uni flats) Nylon|Ueare| Size | 9
o4 1/8 |KQ2S04-U01A| 3 | 10 |[20.6/19.6/15.8/13.3| 4.1| 3.6/ 3.1 | 8 Applicable
06 1/8 |KQ2S06-U01A| 4 | 12 |17.1|18.8/12.3]/13.3|10 9.9/15]| 8.2 oD _ tubing
1/4 |KQ2S06-U02A| 4 | 14 [17.5/18.8{11.1]/13.3|10.7|10 |2 |12.3 F’Z/
1/8 |KQ2S08-UO1A| 5 | 14 |17.1|19.7|12.3|14.2|17.2|16.2| 1.5 | 9.4 e
28 1/4 |KQ2S08-U02A| 6 | 14 [17.6/19.5|11.2{14.2|123.3|16.2| 2 |10.9 o EL Tl
3/8 |KQ2S08-U03A| 6 | 17 |20.6|19.7|14.2|14.2|23.3|16.2| 3.1 [19.8 = BEE -
1/8 |KQ2S10-U01A| 5 | 15 |20.6|21.9/15.8]/15.6|17.2|16.2| 3.1 [10.5 aa e
210 1/4 |KQ2S10-U02A| 8 | 17 |17.8|20.1|11.4|15.6|39 |26.6|/2 |[15.4 Connection
3/8 |KQ2S10-U03A| 8 | 17 [20.6|20.1{14.2|15.6|/39 |26.6| 3.1 |16.4 thread
1/2 |KQ2S10-UO4A| 8 | 21 |20.3|20.1|11.7|15.6|39 |26.6| 4.1 |29.7 @
1/4 |KQ2S12-U02A| 8 | 18 |19.8|21.5(13.4{17 |46 |44.5| 4.1 |[20.7 H
012 | 3/8 |KQ2S12-U03A | 10 | 18 |22.9(/21.8|16.5|17 |60 |44.5| 5.1 |16.1
1/2 |KQ2S12-U04A | 10 | 21 |23.2|121.8]/14.6/17 |60 |44.5]| 6.1 |28.1
* Reference dimensions after installation of
Uni thread
Note) oD is maximum diameter.
Male Elbow: KQ2L (Gasket seal)
Applicable |Connection H Effective area| Min. |,,, .
0D heat | Model ) D1 | oDa| L1 | L2 | A*| M |__[mm2] |port W[e'%m
[mm] | Uni flats) Nylon[Uehere size | '
_ ” 1/8 |KQ2L04-U0O1A| 10 | 8.2| 10 |14.8|16.4|15.7|13.3| 42| 42| 3 | 4.8
* 1/4_|KQ2L04-U02A| 14 | 8.2] 10 [14.8]19.2[16.9[13.3] 42| 4.2| 3 [11.5 Applicable
- & 1/8 | KQ2L06-UO1A| 10 [10.4| 10 [15.5/17.5|17.9|13.3| 114| 9 | 45| 5.3 tubing
26 | 1/4 |KQ2L06-U02A| 14 |10.4| 10 |15.5|20.3|19.1]|13.3| 114| 9 | 4.512
3/8 | KQ2L06-U03A| 17 [10.4| 10 |15.5|21.4|20.2|13.3| 114] 9 | 4.5[21.4 L1
1/8 |KQ2L08-U0O1A| 10 |13.2| 10 |16.4/18.9|20.7|14.2| 11.4|11.4| 4.5 6.1 M
08 | 1/4 |KQ2L08-UO2A | 14 [13.2| 12 |17.2|21.7|21.9|14.2| 216{14.9| 6 |[10.9 = _
3/8 | KQ2L08-UO3A| 17 [13.2] 12 [17.2]22.8|23.0|14.2| 21.6{14.9| 6 [20.2 f """" ) "WL()E
1/8 |KQ2L10-UO1A| 14 [15.9] 12 [18.6/21.5|24.6|15.6| 21.6{14.9] 6 [12.3 < VI L S
010 |74 [KQ2L10-U02A | 17 [15.9] 17 [19.3]24.3|25.8]15.6] 35225 | 7.5|16.9 D2
3/8 |KQ2L10-U03A| 17 [15.9] 17 [19.3]26.9]28.4[15.6] 35.2]25 | 7.5[17.9 - H
1/2 | KQ2L10-U04A | 22 [15.9] 17 [19.3|34.5|33.8|15.6| 352|125 | 7.5/48.2 i Connection
1/4 |KQ2L12-U02A | 17 |18.5] 17 |21.5|25.6|28.4|17 | 50.2|39.7| 9 |18.7 \ thread
012 | 3/8 |KQ2L12-U03A| 17 |18.5| 17 |21.5|28.2|31.0{17 | 50.2|39.7| 9 [19.8
1/2 |KQ2L12-U04A | 22 [18.5] 17 [21.5/35.8|36.4|17 | 50.2|139.7| 9 |50
16 3/8 |KQ2L16-U03A | 22 |23.8| 21 |27.1|32.4|37.9/20.6| 71 |71 |11 |37.4
1/2 | KQ2L16-U04A | 22 |23.8| 21 |27.1/35.0/38.3/20.6{100 |84 [13 [47.9
+ Reference dimensions after installation of
Uni thread
Note) oD1, D2 are maximum diameters.
% SMC 66

Metric Size
M, R, Rc

Inch Size
UNF, NPT

Inch Size
M, R, Rc

Inch Size
Uni




