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VALVES

Technical	

	 	Size 6 10

	Operating	pressure	(MPa) 31.5 31.5

	Flow	rate	(L/min) 42 75

	Oil	temperature	range(℃) -20 80 -20 80

Weight(KGS)
2.2 6.8

																									

	
Viscosity-Range

	
(mm2/s)

	
	

Oil 	cleanliness

	 	 		

NAS1638	class	9	and	ISO4406	class	20/18/15

20 380/

/ ~~~~~~~dddc/

Technical	

Electrical

2.2 6.8

PRoOPORTIONAL DIRECTIONAL



Mobile hydraulic valve
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	VPTSHE	 Subplate	Installation	DimensionsSM-10

	VPTSHE	 Subplate	Installation	DimensionsSM-06
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	 	Control 	eletronics 	 	

	Electrical 	connection,	 plug-in 	connectors	

VPTSHE

VPTSHE



Industrial hydraulic valve
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	 	Model 	description

VPTSH E

"E"

SM-Without monitoring
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	 	 	Block circuit diagram / connection allocation
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functions	

	

Transition 	 with electrical step input signals
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Characteristic curves (measured with HLP46, Qoil                    ) DN6=40℃±5℃

Characteristic curves (measured with HLP46, Qoil                    ) DN10=40℃±5℃
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